





A¥ USE 


Evaporator 


Place the evaporating or flue pan in its proper position at the back of the Arch, and the fat or syruping 
off pan on the front, connecting the two by means of the unions, and see that the nuts are set up sufficiently 
tight only to prevent leakage. If the wrench is used take care that you do not screw the unions too tightly to- 
gether, in order that trouble may be avoided in separating them. If the threads become gummed with sugar, 
to unfasten them heat them with hot water or sap. 

DEPTH OF SAP 

Depth of sap in the Evaporator is regulated by shifting the stem in holes of the regulator. Regulate so as 

to have about 1 inch of sap above the flues at first, until you get accustomed to running the Evaporator, then 
= depth ean be reduced to 3-4 of an inch, but not less. 
CIRCULATION 

When starting up, the sap will get sweet first in the middle 
compartments of the front pan, and it is well to draw from the 
syruping off faucet until the ‘‘near’’ syrup reaches the syrup- 
ing off compartment (front pan compartment) nearest the 
syruping off faucet. 

TO REVERSE THE CURRENT 

By shifting the long heater pipe, using it on one side one 
day and the other side the next day, the entire circulation of 
sap is reversed and the Evaporator kept free from niter, Refer- 
ring to the illustration (Fig. 3) when changing ‘‘B’’ to opposite 
side remove plug ‘‘C’’ and place it on socket where ‘‘B’’ comes 
off, and at point ‘‘D’’ remove the plug (this plug has a stem or 
handle,) and see that similar plug is in the union on the oppo- 
site side. 

CAUTION 

To prevent the sap or syrup from foaming too hard and 
over the sides of the pan have near at hand a little butter and a 
small round pointed stick about a foot long and 1-4 inch in di- 
ameter. A few drops of this butter sprinkled on the surface 
from time.to time act like magie and will keep the foam down 
and cause your Evaporator to work better and faster. For keep- 
ing the butter soft and handy for use any time, put it in a cup 
and place it dh the connection box of the heater. 

JE IF FOAM at the Syruping off Outlet Interferes with Free Delivery of the 


Syrup .by using Occasionally a Drop or Two of Butter the Syrup will Obtain a Per- 
fectly Free and Easy Outlet. 
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